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Certificate No. BJG0061182-W0-1 
 

CERTIFICATE 
in accordance with the requirements of AD2000 W0 

This is to certify that the Quality System of 

 

Name of Manufacturer/Applicant: Jiangsu Shagang Steel Co., Ltd.. 

Address: Jinfeng Town, Zhangjiagang City, Jiangsu Province. People’s 
Republic of China 

has been examined by LRQA Nederland B.V. and provided evidence of fulfilment of the requirements 
according to: 

AD 2000-Merkblatt: W 0 

Type of Material: Hot Rolling Steel Plates for Pressure Equipment Material. 

Product description: Manufacture of Hot Rolling Steel Plates 

For details see Annex I. 

Approval is subject to the continued maintenance of the quality system in accordance with the 
requirements of the above-mentioned code. 

 

Initial Approval: 18 May 2023 Certificate expiry date: 17 May 2026 
 

 

    

 Shanghai, 5 April 2024 Kevin Wu  

 
Place and Date Name, Signature and Stamp  

 

  



Certificage No: BJG0061182-W0-1  
dated 5 April 2024 
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Note :  

Thickness range: 8mm-100mm 

 

 

ANNEX I 

 
Products covered by this certificate: 

No. Product Material Specification Standard applied 

 
1 

Hot Rolling Steel Plates 
P235GH, P265GH, P295GH, 
P355GH, 13CrMo4-5, 10CrMo9-
10, 12CrMo9-10 

EN10028-2 

2 Hot Rolling Steel Plates P275NH, P275NL1, P275NL2, 
P355NH, P355NL1, P355NL2 EN10028-3 

3 Hot Rolling Steel Plates 60, 65, 70 SA-515/SA-515M-10 

4 Hot Rolling Steel Plates 60, 65, 70 SA-516/SA- 516M-10 

5 Hot Rolling Steel Plates 
L245M(BM), L290M(X42M-X80M) 
*Thickness range 10mm-32mm 

API 5L -PSL 2 
ISO3183 
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